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Блок управления пневматическим тормозом 155МВ
обеспечивает:
• óïðàâëåíèå ýëåêòðîïíåâìàòè÷åñêèì òîðìîçîì;
• óïðàâëåíèå àâòîìàòè÷åñêèì ïíåâìàòè÷åñêèì òîðìîçîì ïðè 
èçìåíåíèè äàâëåíèÿ â òîðìîçíîé ìàãèñòðàëè â ðåçåðâíîì ðåæèìå 
óïðàâëåíèÿ;
• óïðàâëåíèå àâòîìàòè÷åñêèì ýëåêòðîïíåâìàòè÷åñêèì òîðìîçîì;
• äèñòàíöèîííîå è ðó÷íîå óïðàâëåíèå ñòîÿíî÷íûì òîðìîçîì;
• âîçìîæíîñòü îïåðàòèâíîãî ïåðåêëþ÷åíèÿ òîðìîçíîé ñèñòåìû 
â ðåæèì òðàíñïîðòèðîâêè âàãîíà ñ ïîíèæåííîé òîðìîçíîé 
ýôôåêòèâíîñòüþ;
• ïåðåäà÷ó èíôîðìàöèè ïî CAN-êàíàëó î äàâëåíèè â îñíîâíûõ 
ïíåâìàòè÷åñêèõ êîíòóðàõ ñèñòåìû.

Pneumatic brake control unit BUPT 155МV provides:
• control of electro-pneumatic brake;
• control of automatic pneumatic brake with the changes in pressure in the 
brake pipe in the backup control mode;
• control of automatic electro-pneumatic brake;
• remote and manual control of parking brake;
• possibility of rapid switching of the braking system to the low braking 
performance transportation mode of car;
• transfer of information by CAN-channel on the pressure in the main 
pneumatic circuits.

Габаритно-присоединительные размеры
Overall and mounting dimensions

Авторежим пневматический 141МВ 
Габаритно-присоединительные размеры

Pneumatic self-adjusting load-proportional controller 141MV
Overall and mounting dimensions

Блок управления петлей безопасности 077МВ

Safety loop control unit 077MV
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Авторежим пневматический 141МВ в процессе испытаний

Pneumatic self-adjusting load-proportional controller 141MV in the 
process of testing

Функциональные и конструктивные преимущества  БУПТ 155МВ 
в сравнении с аналогами:
• îòñóòñòâèå âëèÿíèÿ ìåõàíè÷åñêèõ ôàêòîðîâ (èçíîñ ýëåìåíòîâ, 
îòñóòñòâèå ñìàçêè) íà òî÷íîñòü âûõîäíûõ çíà÷åíèé ïðè 
ýëåêòðîïíåâìàòè÷åñêîì òîðìîæåíèè (ÝÏÒ) áëàãîäàðÿ ïðèìåíåíèþ 
ýëåêòðîííîé ñèñòåìû óïðàâëåíèÿ ÝÏÒ;
• ìÿãêàÿ ïîñàäêà êëàïàíà âîçäóõîðàñïðåäåëèòåëÿ, îáåñïå÷èâàþùàÿ 
ïîëíóþ ãåðìåòè÷íîñòü â ñîñòîÿíèè ïåðåêðûøè;
• íàëè÷èå â ñõåìå áëîêà òðàíñïîðòíîãî ðåæèìà, îáåñïå÷èâàþùåé 
áûñòðóþ ïîäãîòîâêó òîðìîçíîé ñèñòåìû âàãîíà ê òðàíñïîðòèðîâêå 
ïóòåì ïåðåâîäà ðó÷êè òðåõõîäîâîãî êðàíà;

• áëîê óïðàâëåíèÿ ñòîÿíî÷íûì òîðìîçîì ñ íåïîñðåäñòâåííî ðó÷íûì 
äóáëèðîâàíèåì äèñòàíöèîííîãî óïðàâëåíèÿ;
• ïðèìåíåíèå êîíñòðóêòèâíûõ è òåõíîëîãè÷åñêèõ ðåøåíèé ïîçâîëÿþùèõ 
ñíèçèòü âåñîãàáàðèòíûå õàðàêòåðèñòèêè è ïîâûñèòü ýñòåòèêî-
ýðãîíîìè÷åñêèå ñâîéñòâà íàâåñíîãî îáîðóäîâàíèÿ è áëîêà â öåëîì;
• çàùèòíûé êîæóõ ñîîòâåòñòâóþùèé ñîâðåìåííûì ýñòåòèêî-
ýðãîíîìè÷åñêèì òðåáîâàíèÿì.

Functional and constructional advantages of BUPT 155МВ in 
comparison with analogues:
• the absence of the influence of mechanical factors (wear and tear of 
components, lack of lubrication) on the accuracy of the output values in the 
course of electro-pneumatic braking (EPB) due to the use of EPB electronic 
control system;
• a smooth fitting of the air distributor valve that ensures complete sealing 
in a state of overlapping;
• the circuit of the unit includes a transport mode for quick preparation of 
the braking system of the car for transportation by switching the handle of 
the three-way valve;
• the parking brake control unit with direct manual backup of remote control;
• the use of constructional and technological solutions that reduce overall 
weight and dimensions characteristics and improve the aesthetic and 
ergonomic properties of attachments and the whole unit;
• the protective cover corresponding to the modern aesthetic and 
ergonomic requirements.

Блок управления пневматическим тормозом 155МВ
в процессе испытаний

Pneumatic brake control unit 155MV in the process of testing

Тормозная система для модернизации 
вагонов серии 81-717.2К/81-714.2К
для метрополитена Будапешта

Braking system for modernization of cars 
series 81-717.2 K/81-714.2K for
the Budapest subway

Авторежим пневматический 141МВ

Pneumatic self-adjusting load-proportional controller 141MV

Àâòîðåæèì ïíåâìàòè÷åñêèé 141ÌÂ ïðåäíàçíà÷åí äëÿ àâòîìàòè÷åñêîãî 
ðåãóëèðîâàíèÿ âåëè÷èíû äàâëåíèÿ ñæàòîãî âîçäóõà â òîðìîçíîì 
öèëèíäðå â çàâèñèìîñòè îò íàñåëåííîñòè âàãîíà.

The pneumatic self-adjusting load-proportional controller 141MV is 
designed for automatic regulation of the pressure of compressed air in the 
brake cylinder depending on the occupancy of the car

Ãàáàðèòíûå ðàçìåðû: 360õ162õ155
Ìàññà: 7 êã
Overall dimensions: 360õ162õ155
Weight: 7 kg

Áëîê óïðàâëåíèÿ ïåòëåé áåçîïàñíîñòè 077ÌÂ  ïðåäíàçíà÷åí äëÿ 
óïðàâëåíèÿ àâòîìàòè÷åñêèì ýëåêòðîïíåâìàòè÷åñêèì òîðìîçîì ïðè 
ñíèæåíèè äàâëåíèÿ â òîðìîçíîé ìàãèñòðàëè â îñíîâíîì ðåæèìå 
óïðàâëåíèÿ.

Safety loop control unit 077MV is designed to control the automatic electro-
pneumatic brake when the pressure decreases in the brake pipe in the main 
control mode.

Ãàáàðèòíûå ðàçìåðû: 270õ122õ170
Ìàññà: 4.5 êã 
Overall dimensions: 270õ122õ170
Weight: 4.5 kg

Блок управления петлей безопасности 077МВ в процессе 
испытаний

Safety loop control unit 077MV in the process of testing




