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Датчик загрузки 278.800

• íîâûé òèï ðåçèíîâîãî óïëîòíèòåëüíîãî 
ýëåìåíòà (ðàçãðóæåííîãî);
• ïðîñòîòà êîíñòðóêöèè;
• ïðîñòîòà ìîíòàæà;
• ðåìîíòîïðèãîäíîñòü.

Краны концевые (левый и правый)

245L (ëåâûé)                 245R (ïðàâûé)

• âûñîêàÿ òåõíîëîãè÷íîñòü;
• èíòåðâàë ðàáî÷èõ òåìïåðàòóð îêðóæàþùåãî âîçäóõà, íå íàðóøàþùèõ 
ðàáîòîñïîñîáíîñòü èçäåëèÿ, îò -60 äî +60 °Ñ, êðàòêîâðåìåííî (íå áîëåå 
4 ÷àñîâ) +130 °Ñ;
• ïðîñòîòà êîíñòðóêöèè;
• ðåìîíòîïðèãîäíîñòü.

Схема пневматическая (переключатели не показаны)

Load sensor 278.800

• new type of rubber sealing element 
(unloaded);
• simple design;
• ease of installation;
• maintainability.

End valves (LH and RH)

245L (LH)                             245R (RH)
• high manufacturability;
• the range of operating ambient temperatures that do not interfere with 
the performance of the product is from -60 to +60 °C, for short periods 
(no more than 4 hours) +130°C;
• simple design;
• maintainability.

Pneumatic diagram (switches are not shown)

Тормозное оборудование грузового 
вагона производства ОАО МТЗ 
ТРАНСМАШ по нормам UIC
Ïðåäïðèÿòèåì ÎÀÎ ÌÒÇ ÒÐÀÍÑÌÀØ ðàçðàáàòûâàåòñÿ òîðìîçíàÿ 
ñèñòåìà ãðóçîâîãî âàãîíà â ïîëíîì îáúåìå ñîîòâåòñòâóþùàÿ 
òðåáîâàíèÿì ñòàíäàðòîâ UIC è EN. Äàííàÿ òîðìîçíàÿ ñèñòåìà èìååò 
ðàçëè÷íûå ìîäèôèêàöèè è ïîäõîäèò äëÿ ëþáîãî òèïà ãðóçîâîãî 
ïîäâèæíîãî ñîñòàâà.

Âêëþ÷àåò â ñåáÿ ñëåäóþùèå óñòðîéñòâà: 
• âîçäóõîðàñïðåäåëèòåëü;
• äàò÷èê çàãðóçêè âàãîíà;
• êðàíû êîíöåâûå;
• òîðìîçíîé öèëèíäð;
• çàïàñíûé ðåçåðâóàð;
• àâòîðåãóëÿòîð;
• ðóêàâ ñîåäèíèòåëüíûé;
• ìåõàíè÷åñêèå ïåðåêëþ÷àòåëè

Воздухораспределитель 278

• ïðèìåíåíèå ëèíåéíûõ ïîäøèïíèêîâ ñíèæàþùèõ ñèëû òðåíèÿ;
• ïðèìåíåíèå V îáðàçíûõ ìàíæåò, ïîâûøàþùèõ ÷óâñòâèòåëüíîñòü 
è íàäåæíîñòü çà ñ÷åò ñíèæåíèÿ ñèë òðåíèÿ;
• ðåìîíòîïðèãîäíîñòü.

Авторежим 278.600
• ïðèìåíåíèè èííîâàöèîííîé êîíñòðóêöèè;
• ïðèìåíåíèå V îáðàçíûõ ìàíæåò, ïîâûøàþùèõ ÷óâñòâèòåëüíîñòü 
è íàäåæíîñòü çà ñ÷åò ñíèæåíèÿ ñèë òðåíèÿ;
• ðåìîíòîïðèãîäíîñòü.

Freight Car Brake Equipment 
produced by JSC MTZ TRANSMASH 
according to UIC standards
The JSC MTZ TRANSMASH is developing its freight car brake system that 
in full meets the requirements of UIC and EN standards. This brake system 
has various modifications and is suitable for any type of freight rolling stock.

The system includes the following equipment: 
• air distributor;
• wagon load sensor;
• end valves;
• brake cylinder;
• auxiliary reservoir;
• automatic regulator;
• coupler hose pipe;
• mechanical switches.

Air distributor 278

• use of linear bearings to reduce friction;
• use of V-shaped collars increasing the sensitivity and reliability due to the 
reduction of friction forces;
• maintainability.

Automatic braking mode controller 278.600
• use of innovative design;
• use of V-shaped collars that increase the sensitivity and reliability due to 
the reduction of friction forces;
• maintainability.

Преимущество тормозного оборудования для грузового вагона 
производства ОАО МТЗ ТРАНСМАШ по нормам UIC по сравнению 
с аналогами:
Ïðîñòîòà êîíñòðóêöèè è ìîíòàæà ñîñòàâíûõ ÷àñòåé òîðìîçíîãî 
îáîðóäîâàíèÿ.
Ïðèìåíåíèå èííîâàöèîííûõ ðàçðàáîòîê: 
• ïðèìåíåíèå ëèíåéíûõ ïîäøèïíèêîâ ñíèæàþùèõ ñèëû òðåíèÿ;
• ïðèìåíåíèå V îáðàçíûõ ìàíæåò, ïîâûøàþùèõ ÷óâñòâèòåëüíîñòü 
è íàäåæíîñòü;
• íîâûé òèï ðåçèíîâîãî óïëîòíèòåëüíîãî ýëåìåíòà (ðàçãðóæåííûé).
Âûñîêàÿ òåõíîëîãè÷íîñòü.
Ðåìîíòîïðèãîäíîñòü.

Advantages of the freight car brake equipment made by JSC MTZ 
TRANSMASH according to UIC standards in comparison with ana-
logues:
The simple design and ease of installation of the components of brake 
equipment.
Use of innovative developments: 
• use of linear bearings to reduce friction;
• use of V-shaped collars that increase sensitivity and reliability;
• new type of rubber sealing element (unloaded).
High technology.
Maintainability.

¹ Íàèìåíîâàíèå Êîë-âî Ïðèìå÷àíèå

1 Âîçäóõîðàñïðåäåëèòåëü 278 (ÂÐ) 1

2 Äàò÷èê çàãðóçêè 278.800 1

3 Êðàí êîíöåâîé 245L(R) 2

4 Òîðìîçíîé öèëèíäð (ÒÖ) 1 12” èëè 16”

5 Çàïàñíûé ðåçåðâóàð (ÇÐ) 1 V=75ë

¹ Description Êîë-âî Ïðèìå÷àíèå

1 Air distributor 278 (AD) 1

2 Load sensor 278.800 1

3 End valve 245L(RH) 2

4 Brake cylinder (BC) 1 12” or 16”

5 Auxiliary reservoir (AR) 1 V=75 L




